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2-WAY, 3-WAY, OR 4-WAY
DUCT BANK AS APPLICABLE

| H-— ADD "HIGH™ OR
" " VOLTAGE 4 "LOW" PER PLANS

4 DUCT
4" DUCT

2-WAY, 3~WAY, OR 4-WAY
DUCT BANK AS APPLICABLE

HEAVY DUTY FRAME & UD SUITABLE FOR
H~20 LOADING, NEENAH CAT. NO.
R-6662-PP OR APPROVED EQUAL

SMOOTH TROWEL FINISH
(SLOPE TO DRAIN)

b & 307 * & N REINFORCEMENT 3 FT. MIN. BEYOND HANDHOLE.
[ ‘ v( 1 4 ?
Bk ] O Ol
,,...,_‘A’ 7 4'.' S —— -
o T AN EXTEND NO. 4 REBAR INTO HANDHOLE
i APPROX 3". PROVIDE 90" “L" HOOK

ON REBAR TERMINATION IN HANDHOLE.

4" DUCT
4" DuctT

TYPICAL SECTION

DUCT BANK SHALL TRANSITION TO (OR BE)
L —610 P.C.C. REINFORCED CONCRETE ENCASED DUCT WHERE
ENTERING A HANDHOLE. PROVIDE

2" SCHED 40 PVC DRAN
PIPE, NOTE 6" OF CA~7
GRAVEL MAY BE PROVIDED,
INSTEAD OF 6 CONCRETE
FLOOR WITH DRAIN PIPE, AT
CONTRACTORS OPTION.

(1))
PROVIDE CONDUIT BUSHING OR BELL
AT TERMINATION IN HANDHOLE (TYP.
FOR 2)

2=DUCT_BANK

(NOT TO SCALE)

™~ orea —1-"

12" LONG IN
EACH CORNER

\—4' LD. CONDUIT ~——/ v

4-DUCT BANK
{NOT TO SCALE)

SR085 )

NOTES:

1. THE COST OF ALL TURF AND PAVEMENT DUCT MARKERS SHALL BE
INCIDENTAL TO THE DUCT. THE COST OF ALL CABLE MARKERS SHALL
BE INCIDENTAL TO THE CABLE.

2. BITUMINOUS PAVEMENT DUCT MARKER OR CONCRETE DUCT MARKER TO
BE PROVIDED AT EACH END OF EACH DUCT AS SHOWN ON THE
LOCATION PLAN, FOR CONCRETE PAVEMENT, THE LETTER "D" SHALL BE
IMPRESSED IN THE PAVEMENT INSTEAD OF THE MARKER. THE LETTER
SHALL BE AS DESCRIBED IN NOTE 4.

3. CABLE MARKERS SHALL BE PLACED AT CHANGES OF DIRECTION AND
APPROXIMATELY EVERY 200" ALONG CABLE RUNS.

4. CONCRETE CABLE MARKERS AND DUCT MARKERS SHALL HAVE LETTERS

4" HIGH, 3" WIDE WITH WIDTH OF STROKE %* AND %" DEEP. ALL
LETTERS, NUMBERS AND ARROWS TO BE IMPRESSED.

ADJUST FOR RESPECTIVE
LOCATION OF DUCT
TERMINATION

1

EW DUCT
l PAVEMENT EDGE: MARKER ‘
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NOTE:

1. LIDS FOR LOW VOLTAGE HANDHOLES SHALL BE LABELED
"LOW VOLTAGE™. UIDS FOR HIGH VOLTAGE HANDHOLES
SHALL BE LABELED "HIGH VOLTAGE”, COORDINATE
LETTERING WITH MFR.

2. HANDHOLE MAY BE CAST IN PLACE OR PRECAST.
3. SEE SPECIAL PROVISIONS.

(THE LOCATION, SIZE AND TYPE OF MATERIAL OF EXISTING UNDERGROUND UTILITIES
INDICATED ON THE PLANS IS NOT REPRESENTED AS BEING ACCURATE, SUFFICIENT OR
COMPLETE, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE
ACTUAL LOCATION OF ALL SUCH FACILITIES, INCLUDING SERVICE CONNECTIONS TO
UNDERGROUND UTILITIES, PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY
THE UTILITY COMPANIES OF HIS OPERATIONAL PLANS AND SHALL OBTAIN FROM THE
RESPECTIVE UTILITY COMPANIES DETAILED INFORMATION AND ASSISTANCE RELATIVE TO
THE LOCATION OF THEIR FACILITIES AND THE WORKING SCHEDULE OF THE COMPANIES
FOR REMOVAL OR ADJUSTMENT WHERE REQUIRED. IN THE EVENT AN UNEXPECTED
UTILITY INTERFERENCE IS ENCOUNTERED DURING CONSTRUCTION, THE CONTRACTOR
SHALL IMMEDIATELY NOTIFY THE UTILITY COMPANY OF JURISDICTION. THE ENGINEER
SHALL ALSO BE IMMEDIATELY NOTIFIED. ANY SUCH MAINS AND SERVICES SHALL BE
RESTORED TO SERVICE AT ONCE AND PAID FOR BY THE CONTRACTOR AT NO

~

TOP VIEW
3
PRESTAMPED OR
CHISELED ON THE JOB
(% HIGH LETTERING MIN.)
18" R.
3/16" R.
ol
© ; —— INDICATES NUMBER AND
>'—"4'“(‘ SIZE OF DUCT BANK
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BITUMINOUS PAVEMENT DUCT KERS
"NOT T0 SCALE"

NOTE:

TOP OF MARKER SHALL BE FLUSH WITH FINISHED
PAVEMENT SURFACE. MARKER MAY BE INSTALLED IN
A DRILLED HOLE AND SECURED WITH EPOXY GLUE.

2-WAY OR
i‘ﬂl"*l 4 4-WAY DUCT
/W
IMPRESSED LETTERS TURF | PROPOSED PAVEMENT

INDICATING NUMBER _/
AND SIZE OF DUCTS

CONCRETE PAVEMENT MARKER SEE NOTE 2
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\_ ADDITIONAL COST TO THE CONTRACT. Y,

CALL J.U.LLE. FOR UTILITY INFORMATION AT 1-800-892-0123.

CONCRETE DUCT
MARKER

DUCT MARKER DETAIL

"NOT TO SCALE™

IMPRESSED LETTERS AND
DIRECTIONAL ARROW,

ADJUST TO CABLE LAYOUT
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(NOT TO SCALE)

CONCRETE
CABLE MARKER

£

*
CABLE 1 ‘—FINISHED GRADE

MARKER

TURF CABLE MARKERS

IMPRESSED NUMBERS NOTING
NUMBER & SIZE OF DUCTS.
ADJUST FOR RESPECTIVE

QUANTITY & SIZE OF DUCTS
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"NOT TO SCALE

CONCRETE
DUCT MARKER

-

Ej:-:’s} \
oucT FINISHED GRADE

MARKER

TURF_DUCT MARKERS

"NOT 7O SCALE”

#10 PULL WIRE COIL A MINMUM OF 3’ AT DUCT ENDS.
INSTALL. APPROVED PLUGS IN END OF DUCTS NOT USED.

UNDERGROUND ELECTRICAL DUCT
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